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SOLUTIONS1 INC. 
'No - Lift. No - Touch, Waste Handling' 

Office: 352·799·7088 • Fax: 352·799-6924 
2381 Circuit Way • Brooksville, FL 34604 

Streamline Your 

Waste Management System 


Compacts, Bales and Recycles 


Self contained strapping 


Automatic bale removal 


Reduce labor costs 


Reduce the number of dumpster 

pick ups 


Reduce the size and number 

of dumpsters 


Reduce facility waste by 80% 


No lifting or double handling 


Cleaner facilities and grounds 


Improved security 


Product Specifications 

Main Unit 

2 Chambers 


88 Inches High 

67 Inches Wide 

30 Inches Deep 


1,200 Lbs Weight 


Motor 
30 Second Cycle Time 

8750 lbs. Platen Force 


Power 11 01115 V 

15 Amps 


Container / Tote 
24 x 18 x 24 Inches 

Weight Full 100-150 Lbs 

http:www.spdsolutions.com
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Model 2204 
Trash Reduction / Recycling / Baler 

The cost-efficient, space-efficient solution to handling �t�r�a�~� 

recyclable materials, takes up only one-third of the �s�p�~� 

of most corrugated balers. 

,------ Features - ---.----- Specifications 

Minimum space requirements �

Compacts, bales, recycles �

Total mobility �

Simple, safe, fast operation �

Key I Lock Switch - Emergency Stop Switch �

Bale eject system �

Low, low maintenance �

Operates on 110/115 V �
Standard household current �

Self-contained strapping �

U.L. Listed �

Up to 80% reduction �

Dramatically reduces trash hauling costs �

,-1 _ _ 6_7"_ -- -- �-�-�-�-�-�-�,�l�l�t�F�-�=�~�'�l�;�=�=�:�=�=�n�1� ,1 
�5 �~� r D ,...-----------f-/f\ �

�L�'�,�,�- �~� �
_ ____L ­

Operating Footprint �~� 
L 67" �~� 

Mild steel baler w/ stainless steel interio 
Compactor Compartment 

Dimensions: 67" wide x 25" deep x 88" 

Weight: 1,200 Ibs. 

hand 
ce 

In 

high 

Power: 110/115 volt, 50/60 cycle, 15 A*P 

Motor/Pump: Hydraulic - IHP - High �t�~�r�q�u�e�-

UL Recognized 

Piston: 21/ " Diameter w/hardened steel od
2 

Platen Construction: Rectangular solid steell/t 

Platen Force: 8,750 Ibs..... 1750 PSI 

Guide Rods: Pair... Total diameter of 3' 

Controls: Micro Processor with diagnos lCS 

Doors: Vault hinges w/stainless steel pir s 

Loading Door: Compactor Side: 26" x 9" 
Baler Side: 261/ 

2
" x 21" 

Frame: 2" square wall structural tubing 

Walls: Continuous formed sheet metal 

Container: (24" x 18" x 24") 6 cubic ft. 

Wet-Lock construction w/ heavy du ty bags 

Weight of Compacted Material: 100 - 50 Ibs. 

Weight of Bale: 75 - 125 Lbs. 

Finish: Hardened baked powder coated 

Designed for Durability ™ • Built with pride in Brooksville, Florida USA 


